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सार — मौसम विज्ञान, कृवि, आपदा तैयारियों औि जल प्रबधंन के ललए विश्िसनीय औि ननकट-िास्तविक समय 

(Near-real-time) की ििाा की जानकािी आिश्यक है।  सैटेलाइट-आधारित ििाा अनमुान एक विस्ततृ क्षेत्र में ििाा की 
ननिंति ननगिानी किने में अत्यधधक उपयोगी हैं।  हालांकक, सैटेलाइट सेंसि की क्षमताओ ंऔि एल्गोरिदम के आधाि पि, 
ये अनमुान लिन्न हो सकते हैं औि इनकी कुछ सीमाएँ होती हैं।   इस अध्ययन में, हमने ििा 2021 औि 2022 के 
मानसून मौसम के दौिान िाित मौसम विज्ञान वििाग (IMD) के धिातलीय मापों के साथ तुलना किके, विशिे रूप से 
इनसैट मल्टी-स्पेक्ट्रल िेनफॉल (IMR) औि हाइड्रो-एस्टीमेटि विधध (HEM) पि ध्यान कें द्रित किते हुए, सैटेलाइट-
व्यतु्पन्न ििाा अनमुानों का सत्यापन ककया है। कृवि योजना, आपदा प्रबधंन औि जल ससंाधन प्रबधंन के ललए सटीक 
ििाा का डेटा अत्यतं महत्िपरू्ा है, जो पिेू िाित में विश्िसनीय ििाा मापों को सुननश्श्ित किने के ललए इस शोध को 
महत्िपरू्ा बनाता है।  हमािा विश्लेिर् विलिन्न मैद्ररक्ट्स का अन्िेिर् किता है, श्जसमें सहसंबधं गुर्ांक (Correlation 
coefficients), रूट मीन स्क्ट्िायि त्रदु्रट (RMSE), औि पिूााग्रह स्कोि (Bias scores) शालमल हैं, ताकक यह मूल्यांकन 
ककया जा सके कक IMR औि HEM दैननक ििाा के प्रनतरूपों को ककतनी अच्छी तिह दजा किते हैं। 

 
विश्लेिर् से पता िलता है कक IMR, HEM की तुलना में IMD डेटा के साथ अधधक मजबतू सहसंबधं दशााता है, 

हालांकक दोनों उत्पादों के प्रदशान में महत्िपरू्ा क्षेत्रीय लिन्नताएं हैं। RMSE विश्लेिर् से संकेत लमलता है कक IMR मध्य 
औि पश्श्िमी िाित में अधधक सटीक ििाा अनमुान प्रदान किता है। द्रहमालयी क्षेत्र औि दक्षक्षर् िाित के कुछ द्रहस्सों में 
IMR औि HEM में अधधक त्रदु्रटयां पाई जाती हैं। पिूााग्रह विश्लेिर् से यह िी पता िलता है कक IMR औि HEM उत्तिी 
औि पश्श्िमी िाित में ििाा का कम अनमुान लगाते हैं औि गंगा के मैदानी पश्श्िम बगंाल औि मध्य िाित जसेै क्षेत्रों 
में अधधक अनमुान लगाते हैं। ये विसगंनतयां उपग्रह-आधारित ििाा अनमुानों की सटीकता बढाने के ललए ननिंति सत्यापन 
औि स्थानीय अशंांकन की आिश्यकता को िेखांककत किती हैं। यह शोध प्रिािी मौसम ननगिानी औि संबधंधत अनपु्रयोगों 
के समथान के ललए उपग्रह-आधारित ििाा अनमुान तकनीकों में सुधाि के महत्ि पि प्रकाश डालता है। 

 

ABSTRACT. Reliable and near-real-time rainfall information is essential for meteorology, agriculture, disaster 
preparedness, and water management. Satellite-based rainfall estimates are highly useful in continuously monitoring 

rainfall across a wide area. However, based on the satellite sensor capabilities and algorithms, these estimates can vary 

and have some limitations.  In this study, we carried out the validation of satellite-derived rainfall estimates, particularly 
focusing on the INSAT Multi-spectral Rainfall (IMR) and Hydro-Estimator Method (HEM), by comparing them to 

ground-based measurements from the India Meteorological Department (IMD) during the monsoon seasons of 2021 and 

2022. Accurate rainfall data is crucial for agricultural planning, disaster management, and water resource management, 
making this research vital for ensuring reliable rainfall measurements across India. Our analysis explores various metrics, 

including correlation coefficients, root mean square error (RMSE), and bias scores, to evaluate how well IMR and HEM 

capture daily rainfall patterns. 
 

The analysis reveals that IMR generally shows a stronger correlation with IMD data compared to HEM, though 

both products exhibit significant regional variations in performance. The RMSE analysis indicates that IMR provides 
more accurate rainfall estimates in central and western India. IMR and HEM display higher errors in the Himalayan 
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region and parts of southern India. Bias analysis further reveals that IMR and HEM tend to underestimate rainfall in 

northern and western India and overestimate it in areas like Gangetic West Bengal and central India. These discrepancies 

underscore the need for continuous validation and localized calibration of satellite-derived rainfall estimates to enhance 
their accuracy. This research highlights the importance of improving satellite-based rainfall estimation techniques to 

support effective weather monitoring and dependent applications. 
 

Key words  –  INSAT Multi-spectral Rainfall (IMR), Hydro-Estimator Method (HEM), Satellite precipitation 

validation, Monsoon, IMD gridded data. 

 

 

1. Introduction 

 

Precipitation in the form of rain is crucial to the earth 

system and human population, particularly in India where 

the summer monsoon accounts for over 70% of annual 

rainfall. Given that India's economy is mainly agricultural 

and irrigation facilities are limited, rainfall significantly 

determines crop yields. Furthermore, uneven rainfall 

distribution across the country increases the risk of both 

droughts and floods, making it essential to monitor and 

measure precipitation to aid agricultural, hydrological, and 

disaster management efforts. Precise assessment of 

rainfall across temporal and spatial domains plays a 

critical role in hydro-meteorological and agro-

meteorological applications and weather monitoring and 

forecasting activities (Barros and Lang 2003). 

 

Traditionally, rainfall has been measured using rain 

gauges, considered accurate but suffer from limitations in 

India due to inadequate spatial coverage, area 

representation, and maintenance. As precipitation exhibits 

high spatio-temporal variations, rain gauge measurements 

fail to capture this variability due to unevenly distributed 

networks. Also, maintaining high numbers of RG stations 

over remote areas is difficult and hinders its use in real-

time assessment of floods or heavy rainfall events (Hirpa 

et al. 2010). In contrast, satellite-based rainfall estimations 

provide an advantage by continuously monitoring large 

areas regardless of weather conditions. Various satellite 

channels use advanced algorithms to estimate 

precipitation over a given region. These products are 

operationally used by the meteorological and disaster 

management community, providing complete geographic 

coverage and high temporal resolution (Dinku et al., 2014; 

Katsanos et al., 2016), which makes them an ideal 

alternative to ground-based measurements for near-real-

time monitoring of rainfall over the entire region of 

interest. However, these products have limitations due to 

their derived nature. Therefore, they are validated against 

ground truth measurements for accuracy before utilising 

these satellite-derived rainfall products. 

 

Satellite-based rainfall estimation utilizes geo-

stationary (GEO) and low earth orbit (LEO) satellites. 

LEO satellites travel in inclined orbits and revisits the 

same location on the Earth approximately twice daily. The 

Tropical Rainfall Measuring Mission (TRMM) (Simpson 

et al. 1996) was the most widely used satellite mission 

dedicated to precipitation measurements for the last two 

decades. It played a key role in developing new satellite-

based rainfall estimation techniques, employing a range of 

passive and active sensors that allowed for a comparison 

between them. A relationship was derived between the 

sensors, which was then used in satellites with only 

passive sensors. The current operational LEO satellites for 

rainfall estimations are National Oceanic and Atmospheric 

Administration (NOAA) and EUMETSAT’s MetOp series 

of satellites. The Defense Meteorological Satellite 

Program (DMSP) series of satellites also provides rainfall 

estimation capability based on microwave, IR/VIS 

channels (Kummerow et al., 2001, 2006). However, 

microwave-based estimations also have limitations due to 

uncertainty in hydrometeor/droplet parameters such as 

shape, orientation, and distribution within the large 

footprint and the coarser spatiotemporal resolution 

(Varma and Pal 2012). The spectral resolution of the 

satellite sensor, types of wavelengths used, type of 

satellite orbit, scanning speeds, and spatio-temporal 

resolution are the governing factors that limit rainfall 

estimates through satellites. 

 

Kidd and Levizzani (2011) discuss different 

precipitation retrieval techniques based on observations 

and spectral wavelengths used in satellite-based 

estimations. A multi-spectral approach is employed to 

address the limitations of single-band retrievals, using 

information from more than one spectral channel. For 

example, the GOES Multi-Spectral Rainfall Algorithm 

uses five channels from the GOES satellite to extract 

information about cloud and rain extent, derive rainfall, 

and apply corrections based on cloud type and 

precipitation regime. However, approximations are 

applied to these algorithms to address sensor limitations, 

resolution, and wavelength used. NWP-derived 

parameters are also used in most of these rainfall retrieval 

methods, incorporating intrinsic limitations in the satellite 

rainfall retrieval products. Hence, continuous validation 

against ground truth is necessary to maintain the 

advantages of these products in operational applications. 

 

Recent studies have emphasized the importance of 

validating satellite-based rainfall estimates to enhance the 

accuracy and reliability of these products. The validation 

of satellite-estimated convective rainfall products during 

the summer cyclone season of 2020 has shown significant 

insights into their performance and accuracy, as 


