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सार — यह अध्ययन हाइड्रोडायनामिक, तलछट और आकाररकी (Morphology) विशेषताओ ंको एकीकृत करने के 

आधार पर वियतनािी िेकांग डेल्टा (VMD) के एन गगयांग प्ांत के होआ लाक कम्यनू िें हौ बसाक नदी के ककनारे नदी 
के ककनारे के कटाि के कारणों की जांच करता है।  निबंर 2024 िें एकत्र ककए गए फील्ड डेटा, जो घटती बाढ़ के िौसि 
की स्थितत का प्तततनगधत्ि करते हैं, संकेत देते हैं कक उच्च प्िाह िेग, विशेष रूप से िोड़ के बाहरी ककनारों पर, अक्सर 
पररकमलत अनिेुय गैर-अपघटनकारी िेगों (Calculated permissible non-eroding velocities) के करीब पहंुच गए या 
उससे अगधक हो गए। खड़ी ढलान (> 50 डडग्री), आसानी से नष्ट होने िाली जलोढ़ सािग्री, और ज्िारीय उतार-चढ़ाि 
अस्थिरता िें और योगदान देते हैं। जबकक अपथरीि बांध और रेत खनन जसेै क्षेत्रीय कारक प्णालीगत संिेदनशीलता को 
बढ़ाते हैं, हिारे तनष्कषष थिानीय संकें द्रित प्िाह ऊजाष और भू-तकनीकी किजोररयों की िहत्िपणूष भूमिका को इंगगत करते 
हैं। विश्लेषण एक बहु-चरणीय विफलता तंत्र (Multi-stage failure mechanism) को प्कट करता है, जहां चरि बाढ़ के 
दौरान अत्यगधक िेग संभावित रूप से बेसल थकोअर (Basal scour) के मलए प्ािमिक द्ररगर के रूप िें कायष करते हैं, 
जबकक घटते िौसि के दौरान तनरंतर, तनकट-सीिा िान प्िाह प्ाकृततक सुधार को रोकते हैं और नदी के ककनारे की 
अस्थिरता को बनाए रखते हैं।  यह अध्ययन कटाि तंत्र का एक िहत्िपणूष थनपैशॉट प्दान करता है जो चरि बाढ़ की 
घटनाओ ंके दौरान तीव्र होने की संभािना है, थिानीय शिन के मलए आिश्यक डेटा की पेशकश करता है और इस गततशील 
नदी प्णाली िें तनरंतर क्षेत्र-आधाररत तनगरानी की आिश्यकता पर बल देता है। 

 

 

ABSTRACT. This study investigates the causes of riverbank erosion along the Hau Bassac River in                                    
Hoa Lac commune, An Giang province, Vietnamese Mekong Delta (VMD), based on integrating hydro-                                

dynamic,   sediment, and morphology characteristics. Field data collected in November 2024, representing receding                  

flood season conditions, indicate that high flow velocities, especially on the outer banks of meanders, frequently         
approached or exceeded calculated permissible non-eroding velocities. Steep bank slopes (> 50 degrees), erodible                    

alluvial materials, and tidal fluctu-ations further contribute to instability. While regional factors like upstream                         

damming and sand mining exacerbate systemic vulnerability, our findings pinpoint the critical role of local                               
concen-trated flow energy and geotechnical weaknesses. The analysis reveals a multi-stage failure mechanism,                         

where extreme velocities during peak floods likely act as the primary trigger for basal scour, while sustained,                                

near-threshold flows during the receding season prevent natural recovery and perpetuate bank instability. This                            
study provides a critical snapshot of erosion mechanisms that are likely intensified during peak flood events, offering 

essential data for local mitigation and emphasizing the need for continued field-based monitoring in this dynamic river 

system. 
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1. Introduction 

 

River deltas, as critical transitional zones between 

terrestrial and marine environments, are fundamentally 

shaped by the fluvial processes that deliver water and 

sediment (Hackney et al., 2020; Best, 2019). Sediments 

transported by rivers are the primary building blocks that 

sustain deltaic landforms, counteracting natural subsidence 

and maintaining coastal resilience (Dang et al., 2018; 

Kondolf et al., 2014). However, globally, riverine sediment 
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